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Mod. FG12
BARRIERE I.R.

I.R. SHIELDS

DESCRIZIONE

DESCRIPTION

DIMENSIONI
ED INGOMBRI

OVERALL
DIMENSIONS

La fotocellula FG12 crea uno fascio di raggi I.R. la cui altezza è pari a 100 
mm. 
Questa particolarità la differenzia da una normale fotocellula e la rende 
idonea a svariate applicazioni come, per esempio, il controllo passaggio di 
oggetti  su nastri trasportatori, lettura oggetti contenuti in plastica trasparen-
te, lettura continua oggetti forati, l’individuazione di oggetti in movimento, la 
protezione anti-intrusione per applicazioni non pericolose. 
Munita di uno specchio è in grado di realizzare uno sbarramento ad angolo 
su due lati. Ricevitore (R) e trasmettitore (E) devono essere allineati, con 
margine di errore pari a 2°.

The photocell FG12 creates an infrared beam height of 100mm. This pecu-
liarity unlike a normal single photocell beam, finds its ideal use in various 
applications such as:
crossing on conveyor belts of different sizes of objects, reading objects in 
clear plastic, hollow objects continuous reading, reading moving objects, 
anti-intrusion protection as a barrier for non-hazardous under the laws of 
reference or extra equipment for CE.
Fitted with a mirror or shiny reflective material, it creates a shield with an 
angle on two sides.
The Fg12 consists of a receiver (R) and an emitter (E) which must be po-
sitioned and aligned with each other at an angle of 2 degrees at the most.
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